


MARTIN LUTHER KING JR. MEMORIAL WALK
                                                                                         (HAYDEN PLAZA)

Client:
Oretha Castle Haley Boulevard Mer-
chants & Business Association
Date:
2016-present
Location:
New Orleans, Louisiana

Redesign of plaza located on Mar-
tin Luther King Boulevard at the in-
tersection of Oretha Castle Haley 
Boulevard. The design calls for the 
restoration of the existing sculpture 
design by Frank Hayden, and the 
re-installation of the sculpture on 
site on a new pedestal. New seating, 
lighting and landscape planting fea-
ture will also be included. This site 
has historical significance and was 
dedicated as memorial to Doctor 
King.
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NOTES
1. The mosaic will be 
placed on a concrete slab. 
It will be designed and 
placed later potentially 
through a New Orleans 
Arts Council process.
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Baldcypress- Taxodium distichum

Southern Magnolia- Magnolia grandiflora

Oak-Quercus virginiana

Snow Indian Hawthorn-Raphiolepis 
indica ‘Snow’

Compact Nandina-Nandina domestica 
‘Compacta’

Lily Turf- Liriope muscari

Bermuda Grass- Cynodon dactylon

RAIN GARDEN PLANTING DETAIL

PLANTING DETAIL TREE SHRUB GROUNDCOVER

RAIN GARDEN PLANTING
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Photo Resources: www.google.com

PLANTING SCHEDULE
TYPE BOTANICAL NAME COMMON NAME SIZE QUANTITY SPACING REMARKS

TREES TD Taxodium distichum Baldcypress 3"-3.5" cal. 5 15' O.C Container
MG Magnolia grandiflora Southern Magnolia 3" cal. 4 Single Container

SHRUB RS Raphiolepis indica 'Snow' Indian Hawthorn 3 gal. 24 3' O.C Container
ND Nandina domestica 'Compacta' Compact Nandina 3 gal. 6 3' O.C Container

PERENNIAL SF Salvia Farinancea Evolution Violet Salvia Evolution Violet 1 gal. 27 9" O.C Container
AA Agapanthus africanus Lily of the Nile 1 gal. 14 2'3" O.C Container
IH Iris hexagona Louisiana Iris 1 gal. 38 2'4" O.C Container

GROUND
COVER

CH Cuphea hyssopifolia Mexican Heather 1 gal. 174 1'6" O.C Container

LM Liriope muscari Lily Turf 1 gal. 2421 1' O.C Container

CD Cynodon dactylon Bermuda Grass 1972 sf Sod

eq. eq.

3" ORGANIC MULCH LAYER

PLANTING SOIL TO BE 100% NATIVE TOPSOIL FREE
OF STONES, CLAY CLUMPS LARGER THAN 1".  ALSO
FREE OF ROOTS OR OTHER EXTRANEOUS MATTER.

PLANT MATERIAL.  SEE PLAN FOR SPACING.

TREE, SEE PROJECT PLANT SCHEDULE

TREE ROOT BALL. TOP OF BALL SHOULD
MATCH EXISTING GRADE, OR SET 1"-2"
HIGHER THAN TOP OF GRADE IN SLOWLY
DRAINING SOILS

3 INCH DEPTH AGED GROUND PINE BARK
MULCH WITH 1 INCH DEPTH PINE STRAW
TOPDRESSING. MULCH SHALL NOT CONTACT
TREE TRUNK.

SOIL BACKFILL-USE EXISTING SOIL. TAMP SOIL
AROUND ROOT BALL BASE FIRMLY WITH FOOT
PRESSURE SO THAT THE ROOT BALL DOES
NOT SHIFT. TRUNK FLARE SHOULD BE
VISIBLE. DO NOT PILE SOIL ON TOP OF THE
ROOT BALL.

DIG PLANTING HOLE NO DEEPER THAN DEPTH
OF ROOT BALL AND DIG HOLE A MINIMUM OF 2
TO 3 TIMES THE WIDTH OF THE ROOT BALL.

REMOVE ALL TWINE, ROPE AND WIRE AND
BURLAP FROM THE ROOT BALL.

ARBOR TIE

ARBOR GUARD(OR EQUAL)
TREE TRUNK PROTECTOR

SIX FOOT METAL "T" POST
STAKES, GREEN

EARTH SAUCER

EXISTING UNDISTURBED
SUBSOIL

THIN BRANCHES BY 1/3 RETAINING NORMAL
PLANT SHAPE.

3 INCH DEPTH AGED GROUND PINE BARK
MULCH WITH 1 INCH DEPTH PINE STRAW
TOPDRESSING. MULCH SHALL NOT CONTACT
SHRUB TRUNK.
CREATE SAUCER WITH TOPSOIL 80MM (3") MIN.

ROPES AT TOP OF BALL SHALL BE CUT.  REMOVE
TOPE 1/3 OF BURLAP.  NON-BIODEGRADABLE
MATERIAL SHALL BE TOTALLY REMOVED.

SCARIFY PIT BOTTOM.  REFER TO PLANTING PLAN FOR
SPACING.  PLANTING SOIL TO BE 100% NATIVE
TOPSOIL FREE OF STONES, CLAY GREATER THAN 1".
ALSO FREE OF ROOTS OR OTHER EXTRANEOUS MATTER.

TAMPED ADMIXTURE BACKFILL

NOTE: FOR TREES THAT HAVE ROOTS
ABUTTING THE CURB OR ROOTS
EXTENDING INTO THE PROPOSED CURB,
THE CONTRACTOR SHALL REMOVE BY
HAND THE CURB ONLY AND NOT
DISTURB TREE ROOTS BEHIND THE
CURB UNTIL IT IS DETERMINED (BY THE
PARK AND PKWY. DEPARTMENT) HOW
MUCH OF THE ROOTS CAN BE
PRUNED.ONCE MARKED,THE ROOTS
CAN BE PRUNED BY A LICENSED
ARBORIST. EXLIMINATE 12" PF
ROADWAY BASE BEHIND NEW CURB
WHERE ROOTS ARE ENCOUNTERING
THE CURB,(SEE DETAIL "A")

ELIMINATE ROADWAY BASE CURB
SECTIONS AT ROOTS

GRIND ROOTS TO FORM
GUTTER SHAPE

NEW ROADWAY BASE

NOTES: WHERE BIG ROOTS EXTEND
INTO ROADWAY SECTION,
ELIMINATE ROADWAY BASE AND
CURB SECTIONS AT ROOTS, AND
GRIND ROOTS TO FORM CUTTER
SHAPE MATCHING ADJOINTING
CONCRETE GUTTERS AS PER
DIRECTION OF THE DEPARTMENT
OF PARKS & PARKWAYS

SHEET NO.:
LP 1.1

DESIGNJONES, LLC
5331 DAUPHINE STREET

NEW ORLEANS,
LOUISIANA 70117

504-266-2874
www.designjonesllc.com
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ORETHA CASTLE HALEY BOULEVARD
MERCHANDISE & BUSINESS ASSOCIATION

1712 ORETHA CASTLE HALEY BLVD,
NEW ORLEANS, LA  70113

504-528-1806
www.ochaleyblvd.org

MARCELIN ENGINEERINBG
938 LAFAYETTE ST  STE 406
NEW ORLEANS, LOUISIANA

70113
504-975-5795

www.marcelinengineering.com

SHEET :
PLANTING PLAN AND
PLANTING SCHEDULE
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PLANTING SCHEDULE

PLANTING SCHEDULE
TYPE BOTANICAL NAME COMMON NAME SIZE QUANTITY SPACING REMARKS

TREES TD Taxodium distichum Baldcypress 3"-3.5" cal. 5 15' O.C Container
MG Magnolia grandiflora Southern Magnolia 3" cal. 4 Single Container

SHRUB RS Raphiolepis indica 'Snow' Indian Hawthorn 3 gal. 24 3' O.C Container
ND Nandina domestica 'Compacta' Compact Nandina 3 gal. 6 3' O.C Container

PERENNIAL SF Salvia Farinancea Evolution Violet Salvia Evolution Violet 1 gal. 27 9" O.C Container
AA Agapanthus africanus Lily of the Nile 1 gal. 14 2'3" O.C Container
IH Iris hexagona Louisiana Iris 1 gal. 38 2'4" O.C Container

GROUND
COVER

CH Cuphea hyssopifolia Mexican Heather 1 gal. 174 1'6" O.C Container

LM Liriope muscari Lily Turf 1 gal. 2421 1' O.C Container

CD Cynodon dactylon Bermuda Grass 1972 sf Sod

eq. eq.

3" ORGANIC MULCH LAYER

PLANTING SOIL TO BE 100% NATIVE TOPSOIL FREE
OF STONES, CLAY CLUMPS LARGER THAN 1".  ALSO
FREE OF ROOTS OR OTHER EXTRANEOUS MATTER.

PLANT MATERIAL.  SEE PLAN FOR SPACING.

TREE, SEE PROJECT PLANT SCHEDULE

TREE ROOT BALL. TOP OF BALL SHOULD
MATCH EXISTING GRADE, OR SET 1"-2"
HIGHER THAN TOP OF GRADE IN SLOWLY
DRAINING SOILS

3 INCH DEPTH AGED GROUND PINE BARK
MULCH WITH 1 INCH DEPTH PINE STRAW
TOPDRESSING. MULCH SHALL NOT CONTACT
TREE TRUNK.

SOIL BACKFILL-USE EXISTING SOIL. TAMP SOIL
AROUND ROOT BALL BASE FIRMLY WITH FOOT
PRESSURE SO THAT THE ROOT BALL DOES
NOT SHIFT. TRUNK FLARE SHOULD BE
VISIBLE. DO NOT PILE SOIL ON TOP OF THE
ROOT BALL.

DIG PLANTING HOLE NO DEEPER THAN DEPTH
OF ROOT BALL AND DIG HOLE A MINIMUM OF 2
TO 3 TIMES THE WIDTH OF THE ROOT BALL.

REMOVE ALL TWINE, ROPE AND WIRE AND
BURLAP FROM THE ROOT BALL.

ARBOR TIE

ARBOR GUARD(OR EQUAL)
TREE TRUNK PROTECTOR

SIX FOOT METAL "T" POST
STAKES, GREEN

EARTH SAUCER

EXISTING UNDISTURBED
SUBSOIL

THIN BRANCHES BY 1/3 RETAINING NORMAL
PLANT SHAPE.

3 INCH DEPTH AGED GROUND PINE BARK
MULCH WITH 1 INCH DEPTH PINE STRAW
TOPDRESSING. MULCH SHALL NOT CONTACT
SHRUB TRUNK.
CREATE SAUCER WITH TOPSOIL 80MM (3") MIN.

ROPES AT TOP OF BALL SHALL BE CUT.  REMOVE
TOPE 1/3 OF BURLAP.  NON-BIODEGRADABLE
MATERIAL SHALL BE TOTALLY REMOVED.

SCARIFY PIT BOTTOM.  REFER TO PLANTING PLAN FOR
SPACING.  PLANTING SOIL TO BE 100% NATIVE
TOPSOIL FREE OF STONES, CLAY GREATER THAN 1".
ALSO FREE OF ROOTS OR OTHER EXTRANEOUS MATTER.

TAMPED ADMIXTURE BACKFILL

NOTE: FOR TREES THAT HAVE ROOTS
ABUTTING THE CURB OR ROOTS
EXTENDING INTO THE PROPOSED CURB,
THE CONTRACTOR SHALL REMOVE BY
HAND THE CURB ONLY AND NOT
DISTURB TREE ROOTS BEHIND THE
CURB UNTIL IT IS DETERMINED (BY THE
PARK AND PKWY. DEPARTMENT) HOW
MUCH OF THE ROOTS CAN BE
PRUNED.ONCE MARKED,THE ROOTS
CAN BE PRUNED BY A LICENSED
ARBORIST. EXLIMINATE 12" PF
ROADWAY BASE BEHIND NEW CURB
WHERE ROOTS ARE ENCOUNTERING
THE CURB,(SEE DETAIL "A")

ELIMINATE ROADWAY BASE CURB
SECTIONS AT ROOTS

GRIND ROOTS TO FORM
GUTTER SHAPE

NEW ROADWAY BASE

NOTES: WHERE BIG ROOTS EXTEND
INTO ROADWAY SECTION,
ELIMINATE ROADWAY BASE AND
CURB SECTIONS AT ROOTS, AND
GRIND ROOTS TO FORM CUTTER
SHAPE MATCHING ADJOINTING
CONCRETE GUTTERS AS PER
DIRECTION OF THE DEPARTMENT
OF PARKS & PARKWAYS
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www.marcelinengineering.com
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